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Yokogawa’s ScopeCorders are waveform measuring 
instruments with high performance and reliability, leveraging 
the wealth of waveform measuring technologies Yokogawa has 
accumulated for years. ScopeCorders offer both the functions 
of an oscilloscope suitable for monitoring high-speed 
waveforms and the functions of a data logger suitable for 
multichannel, long-time measurement, to meet a wide range of 
customers’ measurement needs.

The new model, ScopeCorder DL350, can be driven by 
rechargeable battery, offering significantly improved portability, 
and satisfies increasing demands for measurement in the field 
and on vehicles, while maintaining the functions of the high-
end DL850E/DL850EV. The DL350 has two slots for plug-in 
input modules, and by mounting modules appropriate for the 
application, it can be used for a wide variety of applications.

The DL350 uses the same plug-in input modules as those 
for the DL850E/DL850EV. Any two modules out of the lineup 
of eighteen modules can be used in combination.

MAJOR FEATURES

 � High-speed insulated 8-channel input and 16-bit logic 
input in a compact body

The compact, letter-size DL350 can accept 1 MS/s isolated 
voltage input of up to 8 channels (requiring two modules), and 
16-bit logic input (built-in as standard). The DL350 can be 
operated by AC or DC power, or rechargeable battery, making 
it ideal for a wide range of applications from on-vehicle 
evaluations to maintenance in the field.

 � Large-capacity memory and long-time recording on SD card
The DL350 comes with a large-capacity memory of up to 100 
Mpoints for each slot. The DL350 enables high-speed, real-
time recording (100 kS/s, 8 channels simultaneously) on an SD 
card for a long time.

 � Excellent noise-resistance, vibration-resistance, and 
high reliability

The DL350 achieves excellent noise-resistance due to 
powerful noise suppression measures, and ensures reliable 
data recording even under harsh conditions. For on-vehicle 
measurements, its vibration-resistance meets Japanese JIS 
D 1601 standards (vibration testing methods for automobile 
parts) 5.2 and 5.3 (1) (type 1 and type A).

 � A single unit supports a wide range of signal recordings
The DL350 allows for multi-channel, long-time measurements 
of various physical signals such as voltage, current, strain, 
and acceleration. This feature is useful for mechatronics 
evaluations and maintenances in the field.

 � User-friendliness for quick use in the field
The 8.4-inch touch panel of the DL350 delivers intuitive 
operation. The DL350 has two operation modes: the recorder 
mode suitable for long-time measurement and the scope mode 

suitable for monitoring high-speed waveforms. Users can 
select either of the two modes depending on the signals to be 
measured. Moreover, PC assistance software helps users set 
parameters and back up valuable measurement data.

MAJOR SPECIFICATIONS

Input section :Plug-in module
Number of slots :2
Number of input channels : Max. 8 channels (when 4-channel 

modules are used in both slots) + 
built-in 16-bit standard logic

Memory capacity : 200 Mpoints in total (100 Mpoints 
for each slot)

Basic operation mode :Scope mode, recorder mode
Display : 8.4-inch TFT color LCD (resistive 

film type touch panel)
Sampling rate :Max. 100 MS/s (*1)

Bandwidth :20 MHz (*1)

A/D resolution :16 or 12 bits (*1)

Waveform display : T-Y, X-Y, FFT, harmonic analysis
Storage : SD card, USB flash drive, network 

drive
Power supply : AC adapter, DC power supply, 

rechargeable battery pack
Operating temperature :0 to 45°C
Vibration-resistance standard : Conforms to Japanese JIS D 1601 

standard 5.2 and 5.3 (1) (type 1 and 
type A)

External dimensions :305(W) × 217 (H) × 92 (D) mm
Weight : Approx. 3.9 kg (including battery 

and two 720254 modules)
(*1): Depends on input modules
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*   ScopeCorder is a registered trademark of Yokogawa Electric Corporation.
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