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New Products

Yokogawa has developed the DLM3000 mixed signal 
oscilloscope to satisfy the needs of users for higher power saving 
and operational efficiency, and of engineers for faster development.

MAJOR FEATURES

 � Easy-to-see and Easy-to-use Portrait Design
The 8.4" large LCD display of the DLM3000 is located above 
the main body, to bring the screen closer to the eye line of 
users and minimize the footprint on laboratory benches. With 
its excellent legibility and usability, the DLM3000 is the ideal 
personal oscilloscope.

 � Checking for Abnormalities among Previously 
Captured Waveforms

The DLM3000 saves up to 100,000 previously captured 
waveforms (history waveforms) in memory. With the history 
function, the history waveforms can be displayed on the screen 
for checking. This function is especially useful for analyzing 
abnormal signals for which appropriate trigger conditions 
are not easily found. Since the history waveforms are saved 
as raw data, it is possible to display just one or all the history 
waveforms on screen, or magnify a part of the data. The user 
can also perform cursor measurement, parameter measurement, 
computation, and other operations on the history waveforms.

 � High-speed, Long-term Measurement of Multiple 
Signals

It is often necessary to make long-term measurements on 
oscilloscopes, which requires a large memory to maintain 
a high sampling rate. The large-capacity memory of the 
DLM3000 allows simultaneous, efficient measurement of both 
fast-changing and slow-changing signals.

 � Large Selection of Triggers to Capture Targeted 
Signals Successfully

The DLM3000 features a var iety of t r igger functions 
combining analog and logic inputs, such as an edge trigger that 
is easy to configure and enhanced and B triggers for observing 
complex phenomena. By using a digital trigger system, trigger 
errors and jitters are minimized.

 � Smartphone-like Intuitive Operation
While inheriting the user interface design of the highly-
popular previous model, the DLM3000 features a touchscreen 
for smartphone-like intuitive, easy operation.

 � Powerful Serial Bus Signal Trigger and Protocol 
Analysis Function (Optional)

Yokogawa’s proprietary auto setup function automatically 
analyzes the input signal and selects the optimal settings for 
complex parameters such as bit rate and voltage threshold 
level, which are required for analyzing the serial bus signals of 
embedded systems and in-vehicle systems. This function not 
only saves setting time but also prevents setting errors.

 � Flexible MSO Input for Mixed Analog and Logic 
Signals

The DLM3000 can a lso f unct ion as a mixed sig nal 
oscilloscope (MSO) with 3 channel analog and 8-bit logic 
inputs. The logic input can be used not only for observing 
data and control signals, or as a trigger source, but also for 
analyzing the logic input of I2C, SPI, and other serial buses.

 � Substantially Improved Data Storage Speed
The DLM3000 is equipped with Gigabit Ethernet and USB3.0 
ports as standard communication interfaces for faster data 
transfer to a PC, substantially shorter waiting time, and 
improved operation efficiency.

MAJOR SPECIFICATIONS

Sampling rate : Max. 2.5 GS/s, 4 channels simultaneously
Frequency bandwidth : Max. 500 MHz
Number of input channels :  

4 (a 2-channel model is also available)
Record length : Max. 500 M points
Max. input voltage : 300 Vrms or 400 Vpeak

(1 MΩ input)
Voltage axis sensitivity setting range : 

 0.5 mV/div to 10 V/div (1 MΩ input)
DC accuracy : ±1.5%
A/D resolution : 8 bit (25 LSB/div)

Max. 12 bit (in High Resolution mode)
 ● Serial Bus Signal Analysis Function (Optional)

Applicable buses : UART (RS232) /I2C/SPI/CAN/
CAN FD/LIN/FlexRay/SENT/CXPI

Display : 8.4" XGA, touchscreen
External dimensions : 226 (W) × 293 (H) × 193 (D) mm
Weight : Approx. 4.2 kg (with no options)
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* DLM is a registered trademark of Yokogawa Electric Corporation.
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