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Overview

The DX-P Login Manager (LM) software allows the user to fully configure all log in settings
found in the DX-P System Mode Admin tool menus.

There are two modes of operation- full Administrator Mode and Change Password.
Administrator mode allows full access to every Admin tool setting field in the DX-P, just as if
the user where operating the unit from the front panel keys. The user can work with one DX-P
at a time, or they can load the same settings to a group of DX-Ps assigned to an “Area”. In
this manner, a group of units can be configured quickly and easily with identical settings.

The Change Password mode allows a User-level person to change an existing private
password to a new private password. This is the same functionality provided by the Password
Change command accessed from the front panel FUNC key. The user Change Password
mode can also execute the same password change to a group of DX-Ps assigned to an area.




Installation

Minimum System Requirements
e Windows 2000/XP

e 500 MHz Pentium
e 128 MB RAM
e 50 MB available hard drive space

PC Installation
1. From the CDROM, run DXPLoginManagerSetup.exe.

2. Follow the screen prompts to accept the default installation settings or change each
setting as needed.

Starting the Program
1. Start the program from either the desktop shortcut icon named DXP Login Manager
or from the Start, Programs menu as follows:

2. Click Start> Programs> Yokogawa> DXP Login Manager. When the program starts,
the following screen will appear:

B DXP Login Manager

System Edit Help

# ) Standalone Devices

‘ System Login...

Date/Time Device Area System U Event '

YOKOGAWA




DXP Login Manager Main Screen
1. Once a user is assigned to the DX-P Log In Manager software and devices and areas
are assigned, the manager screen will look similar to the sample screen below:

= DXP Login Manager
System Edit Help

§3 System Users

= (2 Standalone Devices

3 oxz20p

Batch system settings | Admin settings | User seftings | Login mode seftings

3 ox230r Login settings
I:Ell DX104P_A User ID Use/Nat Use »
| DX104P_B
B pxiosp_a Auto Logout Smin ¥
DX106P_B
a - Display change without Login Off -
Sign record settings
Sign record Use/Not Use A
Batch stop sign record On -
Sign record User ID Use -
Last Save Last Download
Date/Time Device Area System U. Event
5/24/2005 5:27:07 PM  DX230P steve Upload complete
5/24/20055:27.48 PM  DX230P Stability Area  steve Upload complete ¥
5/24/2005 52743 PM  DX230P Stability Area  steve Save complete YOKOGAWA

5/27/2005 11:40:42 A
52712005 11:41:28 A
5/27/2005 11:41:42 A
5/27/2005 11:43:33 A

<

DX220P
DX220P
DX220P
Dx220P

steve
steve
steve

Upload complste
Save complete

Download complete

Password Change complete User name: D

a. On the left side of the manager screen is a directory “tree” that displays configured
DX-P Log In Manager software Users (no relation to DX-P device users),
Standalone devices and devices assigned to Areas.

C.

On the right side of the manager screen are tabs for selection of Batch system
settings, Admin settings, User settings, and Login mode settings.

At the bottom of the manager screen is a message list where the status of alll
software operations are displayed. This is used as a diagnostic tool to confirm
operation of each action.




Configuration

Program Log In

When installed and run for the first time, LM requires the user to log into the program using a
default Username and Password. The person using this software at this time should be a
trusted administrator level person, because they will be responsible for entering the network
communication settings and log in needed to establish communications with each DX-P to be
used with this software. Administrator users of this software will also have full visibility and
control of the Admin tool menu settings for the DX-P, so the user must be of at least the same
responsibility level of a DX-P Administrator.

Click the System Login... button, and the following menu will appear:

Usermame:
ﬁ | Login

Password: Cancel

i

Enter the default Username and Password which is ADMIN. You will now be returned to the
main screen.

Configure System Users

This is a good time to set up unique usernames and passwords for each person who will be
allowed Administrator access to this software. At the left of the screen, click on the System
Users icon, and the ADMIN user will appear in the left window. Right click on ADMIN and
choose New User... and the Add System User menu will appear as shown below. Enter the
new user name and password and click ok. Repeat this process for each user.

Add System User

X
LI (e

Password: Cancel




For security purposes, you should delete the existing ADMIN user once you have entered
your private user list. To do this, right click on ADMIN and choose Remove User. It is
recommended that you have at least two new users enabled (and they know their passwords)
before you delete the ADMIN user.

Device Assignments

The next step is to assign DX-P devices to the LM software. The LM software allows you to
work with any number of DX-P devices individually, and also as a group (area). You can
assign a device individually and that same device can also be assigned to an area. When DX-
Ps are assigned to an area, settings that are downloaded to the area will be loaded to each
DX-P in that area, so that all units will have identical log in settings.

1. To assign a new device, select New Device... from the System pull down menu, or
right click on the Standalone Devices folder and choose New Device... The Edit
Device menu will appear:

Edit Device R|
; I Device settings
|58 EEER Name |DX23EIP 12A930659

IP Address  |10.196.4 130

Port 34260

Cancel Mext ==

2. Enter the required settings and click Next>>, to get to the second menu where log in
settings are entered. The settings you enter here must match one of the Administrator

Edit Device §|
. I Admin settings
: Nurmber 1
Login method |Key+Com ﬂ
User name |Snuﬁ’y Smith

UserID Snuff
Password i

Cancel | << Back | MNext ==




log in people that have already been configured for the DX-P. This administrator must
be set for Key+Com on the DX-P in order for the software to function.

3. Click Next>> again, and the following menu will appear allowing you to test
communications with this DX-P.

Edit Device

Test selected settings

Starting Test

Connecting to device...
Authenticating administrator...
Admin User is OK.
Testcomplete.

Cancel |

<< Back ‘

X

Test

Finish |

a. Click Test, and if communications are successful, the “OK” message in the window

b.

will appear as shown.

Edit Device

Test selected settings

Starting Test

Connecting to device...

Error - Please verify thatthe IP Address is
correct. A connection attempt failed because
the connected party did not properly respond
after a period oftime, or established connection
failed because connected host has failed to
respond

Cancel |

<« Back ‘

X

Test

Finish |

If the connection test fails, you will see the message in the menu below. Possible

reasons for a connection failure are:

Log in settings in this configuration menu disagree with the target DX-P settings.
Double-check all settings so they match. All text is case sensitive.

The network connection has failed for some reason. Check the DX-P
communication settings and make sure this PC can reach the target DX-P by
using the “ping” command in the DOS menu to check the connection. Ask your
LAN administrator for assistance if you suspect a network problem.




c. Click Finish if the test is successful and repeat these steps for each DX-P that you
plan to use with this software. When all devices are configured, each DX-P will
appear in a list identified by the name you assigned under the Standalone Devices
folder in the left window of the main menu screen.

Area Settings

Any number of DX-Ps in your system can be assigned to an Area. When a group of DX-Ps is
assigned to an area, the same log in settings can be loaded to all devices in one session. This
is especially useful for routine password changing by User-level operators who work with a
number of DX-Ps.

To create a new area, choose New Area... from the System pull down menu. You will then
be prompted to enter a descriptive name for this area. Enter a name and click Add. The new
area will now appear in the left window of the main display.

To add a device to the area, click on and highlight the area, and then right click and select
New Device... or choose New Device for Area... from the System pull down menu. You will
then see the Add Device menu. Enter the required settings in this and the successive menus
as performed in the previous section for Device Assignments.

Repeat these steps for each device that you want in each area.

The properties for any configured device or area can be edited at a later time by selecting the
device or area and then selecting Properties... from the Edit pull down menu.

Operation

Once devices and areas are assigned, the administrator can begin configuration.

Standalone Mode
1. Task- Upload all current log in settings from a device, modify them, save them
to the database, and download changed settings back to the device.

a. To upload settings, select a device in the list, and choose Upload from device...
in the Edit menu. The software will read the settings from the device and display
them in the tabbed menus on the right side of the main display.

b. Change each of the menu items as needed in the Batch system settings tab.

c. Change each of the items in the Admin settings and User settings tabs by
double clicking on the item. This will open a separate window for each item. To
reset an Admin or User person’s password to default, check the Password reset
box as shown in the Edit User menu on the next page.
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Edit User g|

User settings
g Nurmber 2
Login method |Key+Com ﬂ
User name [Ed Jones
UserlD EJ
Password expire |Oﬁ ﬂ
Login mode no. |-| ﬂ
Calibration
correction set |N0t ﬂ
Password reset v
OK | Cancel |

After a setting is changed in each of these tabs, the new setting is highlighted in
yellow. This is now a pending setting. Click OK when done.

. Change an item in the Log in mode settings tabs by double clicking on the item.
This will open a separate menu for each item. Modify each setting and click OK
when done.

. When finished with all setting changes, chose Save from the Edit menu. This
saves the pending settings to an Access data base file.

Now select Download to device... from the Edit pull down menu. You must now
select the settings that you wish to download from the choices in the Download
menu. Make a selection and then click Continue to download the settings.

e Download Pending Changes- sends only the changes made that are
highlighted in yellow. For example, if User level log in settings for Users 1-4
were already configured for the device that you uploaded the settings from, and
you just entered new settings for User 5, only User 5 settings will be highlighted
in yellow and these changed settings are the only ones that will be sent.

Existing settings are not )
changed. Download S|

Download Settings
e Download All Settings- W
Sends all of the settings —E

currently visible in the
tabbed menus to the

device(s) you select in the I Download Admin Number 1
next step. This will
overwrite the current Continue | Cancel
settings in these devices
with the ones you see here so use this setting with caution.

f+ Download Pending Changes

" Download All Settings
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e Download Admin Number 1- when checked; log in settings for Admin 1 is
sent with Pending Settings or All Settings. This resets the Admin 1 password to
default, so front panel private password change at the DX-P is required, and
corresponding password change in this software is required to re-establish
communications.

2. Task- Change a password to a new private password. This can be performed by
a User level operator or Administrator and does not require a software log in.

a. Select a device in the list and choose Change Password... from the Edit pull
down menu. The edit password menu will appear as shown:

Change Password

User Info
Continue

User name ||

gl

User ID Cancel

Old Password

MNew Password

Confirm Password

Note: If the Admin #1 password is changed on the device, it
will also need to be changed in this software.

b. Enter the login settings in each of the fields as requested, and then click Continue.
A menu will appear indicating the communication status, and acknowledgment of
the action will appear in the event list at the bottom of the screen.

3. Task- Acknowledge alocked user.
a. Select the device with the locked user from the Standalone device list.
b. Select Acknowledge Locked from the Edit pull down menu.

c. The software will issue the Acknowledge command to the device and the action
status will appear in the list at the bottom of the manager screen.

Area Mode
1. Task- Upload current log in settings from a device in an area, modify them, save
them to a database, and download changed settings back to all the devices in
the area. This sets all devices the same simultaneously.

a. Select the Area in the area list that you wish to modify.
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b. Select Upload from device... in the Edit pull down menu. The following menu will

appear prompting you to pick a device in this area:

Upload Device to Area

Area's Devices Continue
o DX220P
—E DX230P Cancel

dil.

Choose the device and click Continue. The program will then read all the settings
from the device and display them in the tab fields on the right.

Select and enter all of the required settings in each of the tab menu fields. When
done, select Save in the Edit pull down menu.

Now select Download to device... from the Edit pull down menu. You must now
select the settings that you wish to download. See the previous section for
Standalone Mode for a description of each download choice.

Click Continue, and the software will download the settings to each of the devices

in the Area.

Event Viewer

The LM software logs all actions to the Windows Event Log, which is a useful diagnostic tool.
The log is accessed from the Event Viewer menu in the Windows Administrative Tools
Control Panel menu. The path to this menu is start/Settings/Control Panel/Administrative
Tools/Event Viewer. A shortcut to this menu is provided in the LM software; select Event
Viewer from the System pull down menu. The following menu will appear:

H Event Viewer 5 D g
Fie Action View Help
¢ » @[m| @
|&] Event Viewer (Local) DRPLoginManagerLog 227 event(s)
Application Type | Date | Time | source | category | Event | user Compt ~
Security @ success... 6/1/2005  5:54:48 PM DXP Login Manager MNone 0 N/A CPC55—
4] system @ Success... 6/1/2005  5:54:48 PM DXP Login Manager MNone 0 N/A CPCSS
14} DXPLoginManagerLog @ Success ... 6/1/2005 5:30:04 PM DXP Login Manager None 0 N/A CPC5E
£4] Printwavelog D Informati... 6/1/2005 5:23:06 PM DXP Login Manager None 0 N/& CPChE
TimeSyncLog Dnformati... 6/1/2005 5:23:06 PM DXP Login Manager MNone 0 N/& CPCSE
& success ... 6/1/2005 5:23:06 PM DXP Login Manager None 0 /A CPC5S
@D Informati... 6/1/2005 5:22:59 PM DXP Login Manager MNone 0 N/A CPC5E
f Success ... 6/1/2005 5:22:59 PM DXP Login Manager MNone 0 N/A CPC55.%
< »
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Select the DXPLoginManagerLog in the directory tree to the left, and all of the software

events will be listed to the left. You can view details about each event by double clicking on
the event in the list. See the event example below:

The Event Log can be saved to a data file by right clicking on the DXPLoginManagerLog
entry in the directory tree and choosing Save Log File As... See the Windows Help
application for more information about the Event Viewer.

Event Properties

Event

Date: Source: DXP Login Manager +
Time: 44611 PM Category: Mone

Type: Success Au  EventlD: 0 +
User: MNIA

Computer: CPC551-X1792-03

Description:

DEVICE: DX230P, SYSTEM USER: steve, EVENT: Upload complete

For more information, see Help and Support Center at
hitp://go.microsoft comffwlink/events.asp.

OK l ’ Cancel
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