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Please make the alterations described below to the following Manuals.

YS1350 Manual Setter for SV Setting, YS1360 Manual Setter for MV Setting Operation Guide (IM 
01B08E01-01E)
YS1350 Manual Setter for SV Setting, YS1360 Manual Setter for MV Setting User’s Manual (IM 
01B08E01-02E)
YS1000 Series Communication Interface User's Manual (IM 01B08J01-01E)

Only "MV" can be set to the engineering parameter Y2S (Analog output-2 selection) in Configuration 
Display 1 (CONFIG1.)   "OFF", "PV1", "X1", and "X2" are invalid even if set.
The communication register Y2S (D1031 to D1032) is not available for read or write (R/W).

以下のマニュアルに変更を追加いたします。

YS1350 手動設定器、YS1360 手動操作器　オペレーションガイド（IM 01B08E01-01）
YS1350 手動設定器、YS1360 手動操作器　ユーザーズマニュアル（IM 01B08E01-02）
YS1000 シリーズ通信インタフェース　ユーザーズマニュアル（IM 01B08J01-01）

エンジニアリングパラメータ＞機能設定画面 1（CONFIG1）のパラメータ Y2S（アナログ出力 2 選択）
は、「MV」のみが設定できます。OFF、PV1、X1、X2 は、設定しても無効です。
また、通信用のレジスタ Y2S（D1031 ～ D1032）は、読出し / 書込み（R/W）が無効です。




