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変更票User’s
Manual

Notice of Alterations
DAQSTATION 
DX100 DX200 DX100P DX200P CX1000 CX2000
ユーザーズマニュアル

Please make the following alterations to the User's Manual.

DAQSTATION DX100
DX100 User's Manual IM 04L01A01-01E 6th Edition

　Page 14-18	 "Safety and EMC Standards"

CSA:	 Certified by CSA22.2 No. 61010.1, Installation category II*1, Pollution degree 2*2, Measurement category II*3

		  Certified by CSA NRTL/C (UL61010-1)
UL:		 Certified by UL61010-1 (CSA NRTL/C)
		  Certified by UL61010-1 (models with /H5 are excluded)

DAQSTATION DX200
DX200 User's Manual IM 04L02A01-01E 6th Edition

　Page 14-19	 "Safety and EMC Standards"

CSA:	 Certified by CSA22.2 No. 61010.1, Installation category II*1, Pollution degree 2*2, Measurement category II*3

		  Certified by CSA NRTL/C (UL61010-1)
UL:		 Certified by UL61010-1 (CSA NRTL/C)
		  Certified by UL61010-1 (models with /H5 are excluded)

DAQSTATION DX100P/DX200P
DX100P User's Manual IM 04L05A01-01E 4th Edition
DX200P User's Manual IM 04L06A01-01E 5th Edition

Page 11-20	 "Safety and EMC Standards”
CSA:	 Certified by CSA22.2 No. 1010.1, Installation category (Overvoltage category) II*1, Pollution degree 2*2

		  Certified by CSA NRTL/C (UL61010B-B)
UL: 	 Certified by UL61010B-B (CSA NRTL/C)

DAQSTATION CX1000 and CX2000
CX1000 User's Manual IM 04L31A01-03E 6th Edition

Page 14-17	 “Safety and EMC Standards”
CX2000 User's Manual IM 04L31A01-01E 8th Edition

Page 14-18	 “Safety and EMC Standards”
Safety
	 CSA:	 Certified by CSA22.2 No. 61010.1, Installation category II*1, Pollution degree 2*2, Measurement category II*3

		  CSA NRTL/C (UL61010-1)
	 UL: 	 Certified by UL61010-1 (CSA NRTL/C)
	 CE:	 Complies with EN61010-1
EMC Conformity standards
	 CE:	 EN61326-1 Class A, Table 2 (For use in industrial locations)
		  EN61326-2-3
		  EN55011 Class A, Group1
		  EN61000-3-2 Class A
		  EN61000-3-3
	 C-tick:	 EN55011 Compliance, Class A, Group1
	 KC marking
		  Electromagnetic wave interference prevention standard, electromagnetic wave protection standard compliance
	 The instrument continues to operate at a measurement accuracy of within ±10% of the range during testing.
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お手数ですが、お手元のユーザーズマニュアルを下記のように変更してお使いください。

DAQSTATION DX100/DX200
DX100 ユーザーズマニュアル IM 04L01A01-01 6 版
DX200 ユーザーズマニュアル IM 04L02A01-01 6 版

　■ 14-18 ページ	 「安全・EMC 規格」

CSA： 	 CSA22.2 No.61010.1 取得，設置カテゴリ II*1　汚染度 2*2　測定
		  カテゴリ II*3

		  CSA NRTL/C (UL61010-1) 取得。
UL：	  UL61010-1(CSA NRTL/C) 取得。
		  UL61010-1 取得。/H5 □付きモデルを除く。

DAQSTATION DX100P/DX200P
DX100P ユーザーズマニュアル IM 04L05A01-01 4 版
DX200P ユーザーズマニュアル IM 04L06A01-01 5 版

　■ 11-17 ページ	 「安全・EMC 規格」
CSA：	 CSA22.2 No.1010.1 取得，設置カテゴリ ( 過電圧カテゴリ )II*1

		  汚染度 2*2

		  CSA NRTL/C (UL61010B-B) 取得
UL：	 UL61010B-B(CSA NRTL/C) 取得

DAQSTATION CX1000/CX2000
CX1000 ユーザーズマニュアル IM 04L31A01-03　6 版
CX2000 ユーザーズマニュアル IM 04L31A01-01　7 版

　■ 14-16 ページ	 「安全」「EMC 適合規格」

安全
CSA	 CSA22.2 No.61010.1 取得、設置カテゴリ II*1、汚染度 2*2、測定カテゴリ II*3

		  CSA NRTL/C (UL61010-1) 取得
UL		 UL61010-1 (CSA NRTL/C) 取得
CE		 EN61010-1 適合
EMC 適合規格
CE		 EN61326-1　Class A、Table 2（For use in industrial locations）
		  EN61326-2-3
		  EN55011 Class A、Group 1
		  EN61000-3-2 Class A
		  EN61000-3-3
C-tick	 EN55011 適合、 Class A、Group 1
KC マーク	 電磁波障害防止基準、電磁波保護基準適合
試験中、計器はレンジの± 10% 以内の測定精度で動作し続けます。


