
For GREEN Series Controllers

LL100 Parameters Setting ToolLL100 Parameters Setting Tool

Just connect an instrument: the 
software detects the model 
automatically (up to 16 loops).
Dedicated adapter/RS-485 
Communication/ Ethernet 
Communication

Measured values (PV), setting 
values (SP), and control output 
values (OUT) are displayed as 
trends (online display).
Colors can be applied to trends 
as desired.

Records all data displayed as trends. 
Save data in CSV format.  
Redisplay previously saved trend 
data (offline display).

Digitally displays measured 
values (PV), setting values, (SP), 
and control output values (OUT).
Lets you check alarm statuses 
(ON/OFF).

Tunes PID parameters while checking the operation 
of other loops, and change the operation if needed 
(RUN/STOP, AUTO/MAN, etc.)
Tuning data can be held at each execution point.

Automatic detection makes 
connections easy

Easy-to-read trend display

Easy-to-comfirm recording 
function

Easy-to-read panel view

Easy-to-use tuning function

Automatic detection makes 
connections easy

Easy-to-read trend display

Easy-to-read panel view

Easy-to-use tuning function

Enhanced
Functions!
Enhanced
Functions!

Now Comes with the Multi-monitoring 
Function You Demand
Now Comes with the Multi-monitoring 
Function You Demand
Now Comes with the Multi-monitoring 
Function You Demand

Easy-to-comfirm recording 
function

Multi-monitor Display

Tuning  Display
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Gateway function

RS-485 Up to 31 units

�Compatible 
Controllers

�OS

�Model and 
Suffix Codes

Via Ethernet Communication 
Connector

Via RS-485 Communication 
Terminals
ML2 recommended for RS-232C/RS-
485 communication

Via Dedicated Adapter
Can be used while attached to the 
control panel.

� Parameters (Program)Setting Function
� Downloading,Uploading,and Comparing Parameters
� Tuning Function
� File Management Function
� Printout Function
� Parameters Setting Function for Ethernet/RS-485 Converter VJET

Digital Indicating Controllers : UT320, UT321, UT350, UT351, UT420, UT450, UT520, UT550, UT551, UT750
Program Controllers : UP350, UP351, UP550, UP750

Windows 98/2000 (Professional) / XP (Home Edition/Professional) and Windows NT 4.0

Model code Suffix code

LL100

-E10

Description

PC-based Parameters Setting Tool for GREEN Series controllers

Model for use with IBM PC/AT-compatible  personal computer (English version)

Note 1 : General Specification sheet no.: GS 05G01B12-01E
Note 2 : The LL200 Custom Computation Building Tool (sold separately) includes the functions of the LL100 Parameter Setting Tool.
Note 3 : Ethernet is a trademark of XEROX Corporation.

Microsoft Excel, Windows 98, 2000, and XP, Windows NT 4.0 are registered by Microsoft of U.S.A.

Parameter Menu screen Program Pattern Setting up screen

You can tune PID parameters while checking 
the operation of other controllers when using 
two or more  controllers like continuous 
furnace.
And you can record each control state at the 
time of changing an operation state.

Standard FunctionsStandard FunctionsConvenient SceneConvenient Scene

Connection between the Controller and a Personal ComputerConnection between the Controller and a Personal ComputerConnection between the Controller and a Personal Computer
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