User’s

DPharp EJX-A/ EJA-E Series
Manual

Differential Pressure and
Pressure Transmitters

orram EJX”
ophar EJB-

Manual Change No0.17-007

The following information in regards of RoHS Directive is added for EJX/ EJA-E series.

1. Applicable manuals

IM No.(Edition)

Products

Contents of change

IM 01C25A01-01E(12)

EJX series, EJA-E series

IM 01C25B01-01E(18)

EJX110A, EJX120A, EJX130A,
EJX310A, EJX430A, EJX440A,
EJA110E, EJA120E, EJA130E,
EJA310E, EJA430E, EJA440E

IM 01C25C01-01E(13)

EJX210A, EJA210E

IM 01C25F01-01E(13)

EJX510A, EJX530A, EJX610A,
EJX630A, EJA510E, EJAS30E

EJX118A, EJX438A, EJA118E,

Add the information
regarding RoHS
Directive in below.

IM 01C25H01-01E(12) EJA438E

EJX115A, EJA115E
EJX910A, EJX930A

EJXC50A, EJACS50E, EJXCB80A,
EJAC80E

EJXC40A

IM 01C25K01-01E(9)
IM 01C25R01-01E(15)

IM 01C25WO01-01EN(2)

IM 01C25WO05-01EN(2)

2. Information to be added

About this manual
This manual and the identification tag attached on the packing box are essential parts of the product.
Please keep them in a safe place for future reference.

EU RoHS Directive *1

Applicable standard: EN 50581
*1: Applicable production sites are shown below.
The condition of the RoHS compliant production sites are as follows:
Japan, USA, Germany, Bahrain, India
The production sites can be confirmed by the serial number shown in the frame of “NO..” in the nhame plate of the
product.
Serial numbers (9 letters): AAnnnnnnn
AA: Identification code of production site
Japan: Use “91” USA: Use “U1” Germany: Use “D1”  Bahrain: Use “BH”  India: Use “Y1”
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User’s DPharp EJA-E Series pPhar EJB-
Manual Differential Pressure and
Pressure Transmitters
Manual Change No0.18-04E
1

Please apply a necessary change when using the users’ manuals as described below.

1. Applicable manuals

IM No.(Edition) Products

IM 01C25A01-01E (12) EJX series, EJA-E series installation manual

EJX110A, EJX120A, EJX130A, EJX310A, EJX430A, EJX440A,

IM 01C25B01-01E (18) EJA110E, EJA120E, EJA130E, EJA310E, EJA430E, EJA440E

IM 01C25C01-01E (13) | EJX210A, EJA210E
IM 01C25F01-01E (13) EJX510A, EJX530A, EJX610A, EJX630A, EJA510E, EJAS30E

IM 01C25H01-01E (12) | EJX118A, EJX438A, EJA118E, EJA438E
IM 01C25K01-01E (9) EJX115A, EJA115E
IM 01C25WO01-01EN (2) | EIXC50A, EJAC50E, EJIXC80A, EJACS0E

2. Information to be added

The style code of EJA-E series has been changed from S1 to S2 because of the amplifier housing color
change. The contents of the above manuals are applicable for both style S1 and S2 of EJAODOE. When
you use EJA-E series product whose style code is S2, please add “S2” to the parts which describe the
style code of the models EJANOOE in the above manuals.

Before change After change

Model Style Model Style

EJA110E S1 EJA110E S1,S2
EJA120E S1 EJA120E S1,S2
EJA130E S1 EJA130E S1,S2
EJA310E S1 EJA310E S1,S2
EJA430E S1 EJA430E S1,S2
EJA440E S1 | > EJA440E S1,S2
EJA210E S1 EJA210E S1,S2
EJA510E S1 EJA510E S1,S2
EJA530E S1 EJA530E S1, S2
EJA118E S1 EJA118E S1,S2
EJA438E S1 EJA438E S1,S2
EJA115E S1 EJA115E S1, S2

The amplifier housing color is the only difference between S1 and S2.
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