
Drawings

All Rights Reserved, Copyright © 1995, Yokogawa Electric Corporation.

Subject to change without notice. Printed in Japan.

Yokogawa Electric Corporation

[ Style: S3 ]

P -

SUPPLY 

CHECK 

Power supply and output terminal

External indicator(ammeter) terminal

Ground terminalCHECK METER
Connection hook

Communication
Terminals(BT200 etc.)
Connection hook

�
�

SUPPLY CHECK

�
�

� Terminal Configuration � Terminal Wiring

Unit: mm (approx. inch)

Model EJA115
Low Flow Transmitter

SD 01C22K01-01E
1st Edition: Jan. 1, 1995

6th Edition: Oct. 21, 2002
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Process connector downside  
(Installation code 7)

� Horizontal Impulse Piping Type (Installation code 9)

Process connector upside (Installation code 6)

Shrouding Bolt
(Only for flameproof type)

� Vertical Impulse Piping Type

Ground
terminal

*1:  When Installation code 2, 3, or 8 is selected, the flow direction on above figure is reversed.  
        (i. e. the arrow faces to the left [        ])
*2:  15 mm(0.59 inch) for right side high pressure (Installation code 2, 3, or 8).
*3:  When Optional code K1, K2, K5, or K6 is selected, add 15 mm(0.59 inch) to the value in the figure.
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