**Drawings**

AXF500, AXF600, AXF700, AXF800, AXF900, AXF10L

**AXF Remote Flowtube**

**AXF Standard (ANSI/DIN Flange)**

**Polyurethane Rubber Lining**

---

### Model Code

- AXF500
- AXF600
- AXF700G
- AXF800W
- AXF900
- AXF10L

---

### Flange Detail

- **Graund Terminal (M4)**
- **Unit**: mm (approx. inch)

---

### Terminal configuration

- **Remote Flowtube**

---

### Terminal wiring

<table>
<thead>
<tr>
<th>Terminal Symbols</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>Flow signal output</td>
</tr>
<tr>
<td>B</td>
<td></td>
</tr>
<tr>
<td>C</td>
<td>Excitation current input</td>
</tr>
</tbody>
</table>

---

### Model Code Table

<table>
<thead>
<tr>
<th>Model</th>
<th>Process Connection</th>
<th>CD1 (DIN PN10)</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>Size code</td>
<td>Lining code</td>
</tr>
<tr>
<td></td>
<td>U</td>
<td>U</td>
</tr>
<tr>
<td></td>
<td>U</td>
<td>U</td>
</tr>
<tr>
<td></td>
<td>U</td>
<td>U</td>
</tr>
<tr>
<td></td>
<td>U</td>
<td>U</td>
</tr>
<tr>
<td></td>
<td>U</td>
<td>U</td>
</tr>
</tbody>
</table>

---

### Dimensional Data

- **Flange Detail**: L1, H1, D, etc.
- **Remote Flowtube**: L2, L3, H2, etc.

---

### General Tolerance

- **Criteria of tolerance class IT18 in JIS B0401**: ± 2

---

### Addendum

- **General tolerance** = ± (Criteria of tolerance class IT18 in JIS B0401) / 2

---

### Lining Code

- **U**: Polyurethane Rubber

---

### Additional Notes

- When submersible type or option code DHC is selected, waterproof glands and a 30m long cable are attached.
- Add 9.5 kg (20.9 lb) to the weight in the table.

---

**Yokogawa Electric Corporation**

---

**Subject to change without notice.**

---

**Printed in Japan.**

---

**SD 01E20D07-02E**

---

**2nd Edition : June 18, 2004**