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ADMAG TI Series
AX01C 
Magnetic Flowmeter Signal Cable

SD 01E21K01-01EN
1st Edition: Apr. 2017 (KP)
4th Edition: Mar. 2021 (KP)

SD 01E21K01-01EN

Unless otherwise specifi ed, limit deviations in the drawing are specifi ed as : General limit deviation = ± (Criteria of standard tolerance grade IT18 in JIS B0401-1) / 2

 Unit: mm (approx. in.)Cable Finish: Finished 
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Limit Deviation
Lower Upper

1 to 9 0 +2 %
10 to 200 0 +1 %

*1: Size Limit Deviation for L 
(Specified Length)

Unit: mm (approx. in.)

Model and Suffix Code Description
Length

D E F G
AX01C-B
AX01C-C

AX01C-D

70 (2.8) +5
0 25 (1.0) +5

0 50 (2.0) +5
0 60 (2.4) +5

0 For AXG1A

60 (2.4) +5
0 25 (1.0) +5

0 70 (2.8) +5
0 50 (2.0) +5

0 For AXG4A, AXW4A

70 (2.8) +5
0 25 (1.0) +5

0 50 (2.0) +5
0 60 (2.4) +5

0 For AXFA11

Cable Finish: Unfi nished 
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[ L (Specified Length)*2 × 103 ] + [340 (13.39) (Length for End Treatment)]
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Limit Deviation
Lower Upper

1 to 9 0 +4 %
10 to 100 0 +2 %

*2: Size Limit Deviation for L 
(Specified Length)

101 to 200 0 +1 %


