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*1:When indicator code N is selected, subtract 21 mm (0.83 in.) from the value in the figure. Fo1.ai

*2:The thickness of optional grounding rings (4mm per one) and customer supplied gaskets are not included in “L” here.
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* When optional code RA, RB, or RC is selected, the direction of

Displa: .
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Unless otherwise specified, limit deviations on the drawing are specified as : General limit deviation = + (Criteria of standard tolerance grade IT18 in JIS B0401-1) /2
;
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Model code:
Axw[_ ]-[ ]-csan-[]

Unit: mm (approx. in.)

Process Connection Code CS2
Flange Type AS2129 Table E
Size Code 500 600 700 800 900 10L
Size 500 (20) 600 (24) 700 (28) 800 (32) 900 (36) 1000 (40)
Lining Code H,F,U,D
Lay Length L 600 (23.62) | 720(28.35) | 840(33.07) | 960 (37.80) | 1080 (42.52) | 1200 (47.24)
Flange Outer Diameter oD 705(27.76) | 825(32.48) | 910(35.83) | 1060 (41.73) | 1175 (46.26) | 1255 (49.41)
Flange Thickness | Lining F 43 (1.69) 53 (2.09) 56 (2.20) 59 (2.32) 69 (2.72) 72 (2.83)
o LiningH,D | 415(163) | 515(203) | 545(215) | 57.5(226) | 67.5(266) | 705(2.78)
(incl.fining flare) Lining U 44 (173) 54 (2.13) 57 (2.24) 60 (2.36) 70 (2.76) 73 (2.87)
Bolt Circle Diameter oC 641(25.24) | 756(29.76) | 845(3327) | 984 (38.74) | 1092 (42.99) | 1175 (45.67)
Inner Diametered | Lining H, 477 (18.78) | 578(22.76) | 675(26.57) | 777(30.59) | 878 (34.57) | 976 (38.43)
Lining U 469 (18.46) | 570(22.44) | 667 (26.26) | 769(30.28) | 870(34.25) | 968 (38.11)
Bolt Hole Pitch Half Angle 8 11.3° 11.3° 9° 9° 75° 75°
Bolt Hole Diameter gh 26 (1.02) 33 (1.30) 33 (1.30) 36 (1.42) 36 (1.42) 39 (1.54)
Number of Bolt Holes N 16 16 20 20 24 24
Height H1 765(30.12) | 885(34.84) | 970(38.19) | 1131 (44.53) | 1265 (49.80) | 1345 (52.95)
Height H2 401(15.80) | 452(17.80) | 501(19.73) | 552 (21.74) | 604 (23.77) | 655 (25.78)
Height Hr 807 (31.78) | 918(36.15) | 1010 (39.75) | 1136 (44.71) | 1245 (49.00) | 1336 (52.59)
Inner Diameter of Eye Bolt 35 (1.38) 35 (1.38) 35 (1.38) 40 (1.57) 50 (1.97) 50 (1.97)
Eﬁ;‘t‘flfge fl‘g)"(sg; Approx. Weight, 184 (406) | 288(635) | 354(780) | 508(1120) | 703(1550) | 832(1834)
Integral Flowmeter, Height H3 438 (17.24) | 489(19.26) | 538(21.20) | 590 (23.21) | 641(25.24) | 692 (27.25)
integral Flowmeter, Maximum Helaht | 'g54 (33.60) | 965(37.98) | 1056 (41.59) | 1183 (46.56) | 1292(50.85) | 1383 (54.44)
Wl‘fgﬁ' E'r“’i‘:f"k‘gtg;)Appr°"' 187 (412) | 291(642) | 357(787) | 511(1127) | 706(1556) | 835(1841)
Grounding Rings (GR1) (*3) +8(+031) | +8(+0.31) | +8(+0.31) | +8(+031) | +8(+0.31) | +8(+0.31)

*1:  The limit deviation of the flange thickness “t” is as follows.
« Size 500 to 1000 mm (20 to 40 in.): +4/-2 mm (+0.16/-0.08 in.)
*2:  When submersible type or optional code DHC is selected, waterproof glands with union joints and cables are attached. When the cable length
is 30-meters, add 9.5 kg (20.9 Ib) to the weight in the table.
*3:  When selecting this optional grounding rings, the value which is the thickness of both ends is added to the lay length “L".
When preparing gaskets by customer side, please make sure to add the gaskets thickness to the total lay length “L”".
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Terminal Configuration and Wiring

Remote Sensor:

<To be wired to Remote Transmitter>

Terminal Symbol

Description

A
B :| Flow Signal Output
Cc
EX1 -
EX2 :| Excitation Current Input

S

Protective Grounding

(Outside of the terminal box)

F02.ai

Note: When submersible use or optional code DHC is selected,
waterproof glands with union joints and cables are attached.

Integral Flowmeter:

<To be wired to Power Supply and 1/0Os>

M4 Screw Type

Clamp Type

®

1/01 1/02 1/03 1/04

Terminal Symbol Description
> Shorting Screw
(Need to be fixed for normal operation)
. Functional Grounding
N/-
L+ :| Power Supply
1104 -
1104 +
/03 -
1103 +
102 - Selected Input/Output
1102 +
1101 -
1101 +
@ Protective Grounding
(Inside and outside of the terminal box)

FO03.ai
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