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AXR040, AXR050, AXR065 
Two-wire Magnetic Flowmeter 
Integral Flowmeter
Lay Length Code 2 (Wafer)

SD 01E30D02-02EN
2nd Edition: Aug. 17, 2012 (KP)

Unit: mm (approx. inch)
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* When option code RA, RB, or RC is selected, the
direction of electrical connection change as below.
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*1: When indicator code N is selected, subtract 5 mm (0.2 inch) from the value in 
the figure.

*2: Depending on the selection of grounding ring code and optional code, add the 
following value to “L” (face-to-face length).

Grounding Ring Code S, L, H P, T N
None +0 +22 (0.87) -2 (0.08)

GA, GC, GD
(Special Gaskets) +8 (0.31) +26 (1.02) –

Optional
Code

18.5 (0.73) 90 (3.54)
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Functional grounding

Description
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(One output can be 
selected from pulse, 
alarm or status outputs.)
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Terminal configuration Terminal wiring

General-purpose Use/Explosion Proof Type except TIIS
/TIIS Explosion Proof Type (Style:S1):

Terminal
Symbols

Functional grounding

Class A grounding

Description

Power supply and 
current output
Digital output
(One output can be 
selected from pulse, 
alarm or status outputs.)
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Terminal configuration Terminal wiring

TIIS Explosion Proof Type (Style:S2):


