**FN110**
Field Wireless Communication Module

**SD 01W03B01-01EN**

**Body**

- Pin 1: Not Connected
- Pin 2: Signal Ground
- Pin 3: Power Supply
- Pin 4: Transmit/Receive Data positive
- Pin 5: Transmit/Receive Data negative

Unit: mm (approx. inch)

<table>
<thead>
<tr>
<th>Pin</th>
<th>Signal</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Not Connected</td>
</tr>
<tr>
<td>2</td>
<td>Signal Ground</td>
</tr>
<tr>
<td>3</td>
<td>Power Supply</td>
</tr>
<tr>
<td>4</td>
<td>Transmit/Receive Data positive</td>
</tr>
<tr>
<td>5</td>
<td>Transmit/Receive Data negative</td>
</tr>
</tbody>
</table>

**Remote antenna cable**

Length 3 m, 10 m, 20 m
2-inch pipe mounting (for horizontal piping)

- Remote antenna cable
- Mounting bracket
- 2-inch pipe

Unit: mm (approx. inch)

2-inch pipe mounting (for vertical piping)

- Remote antenna cable
- Mounting bracket
- 2-inch pipe
Body (with Attachment)

Unit: mm (approx. inch)
2-inch pipe mounting (for horizontal piping with Attachment)

- **Attachment**
- Remote antenna cable
- Mounting bracket
- 2-inch pipe

2-inch pipe mounting (for vertical piping with Attachment)

- **Attachment**
- Remote antenna cable
- Mounting bracket
- 2-inch pipe