Drawings Model UT35A-L U TAuvanced.
Digital Indicating Controller

(Limit Control Type)

SD 05P04D41-01EN [Style: S6]

Unit: mm
External Dimensions (approx. inch)
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Terminal Wiring Diagrams

Limit control output

Relay contact output

ouT

Contact rating: 250 VAC, 3A
30 V DC, 3 A (resistance load)

Contact output J:\u'|

External contact output (relay)

Alarm-3 output
(PV high limit)

Common

Alarm-2 output
( PV low limit)

Common

Alarm-1 output
(PV high limit)

Common

Relay contact rating: 240 VAC, 1 A

30 V DC, 1A (resistance load)

Power supply 4—&,-‘

100-240 V AC power supply

24V AC/DC power supply

Allowable range:
100-240 V AC
(+10%, -15%)
(free voltage)
50/60 Hz shared

(24 V AC/DC power supply:

Wiring direction
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Optional suffix code /DC)
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E3-terminal area Y
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TC input RTD input
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Factory default: PV input type is undefined.

Do not use.

e e Retransmission output

Retransmission output | RET

Default: PV
retransmission

4-20 mADC ol
0-20mADC
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Load resistance 600 Q or less

Default: 4-20 mMADC
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Contact input J»ll

External contact input

Factory default: No function

No-voltage
contact

UD Transistor +5V

contact

RESET when DI=ON
(However, setup parameter CNF=DI)

Common

Contact rating: 12 V DC, 10 mA or more

Function can be assigned to the terminals with no function.
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Ethernet communication (with gateway function) RS-485 communication JR&LE:H]
0 B .
10BASE-T/100BASE-TX ETHR RS-485 %_SUfﬁé C?de-
t . - e 3=
RJ45 connector (Suffix code: Type 3=2) SDB(+) yp )
Upper side LED (baud rate) SDAG)
Color Amber sG
Lit 100M bps
Unlit 10M bps — RDB(+)
Lower side LED (link activity)
Color Green RDA()
Lit Linked
Blink Active
Unlit Link failure
J
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