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SD 11G06D01-01EN

IR810S
Explosion Protected 
Infrared Gas Analyzer
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Unit： mm

Wight: Approx. 35 kg

SD 11G06D01-01EN 1/4
1st Edition: Aug. 2023 (YK)



SD 11G06D01-01EN 2/4
1st Edition: Aug. 2023 (YK)

Unless otherwise specified, differences in the dimensions are specified as: General tolerance = ±(Criteria of tolerance class IT18 in JIS B0401-1998)/2.

●	Maintenace space

Unit: mm
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Unless otherwise specified, differences in the dimensions are specified as: General tolerance = ±(Criteria of tolerance class IT18 in JIS B0401-1998)/2.

	 Signal interrupter
Rack mount
• For RS-485 and Analog input: K8019KA
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• For contact output (DC): K8019KB*
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Unit: mm2-holes for M4 screw

Weight：Approx. 500 g
Note：	•	 Racks must be installed vertically.
	 •	 * require a minimum distance of 10 mm between each other when mounting.



SD 11G06D01-01EN 4/4
1st Edition: Aug. 2023 (YK)

	 Terminal assignment
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*1: Available when O2  analyzer is  "-1" or "-2"
*2: Digital communication: Available when "-R"
*3: Available when *1, *2, or both *1 *2 are selected
     Power supply for signal interrupter (K8019KA)
*4: Power supply for signal interrupter (K8019KB)
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