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Unless otherwise specifi ed,differences in the dimensions are specifi ed as: General tolerance = ± (Criteria of tolerance class IT18 in JIS B0401-1986) / 2.
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Hood Material : Aluminum

 Hood (Option/H)

Hood Weight : Approx. 900g

1
FG

2
AO1
(+)

3
AO1
(-)

4
AO2
(+)

5
AO2
(-)

6
CJ
(+)

7
CJ
(-)

8
TC
(+)

9
TC
(-)

10
CELL

(+)

11
CELL

(-)
12
FG

13
DI-1

14
DI-2

15
DI-C

16
AI
(+)

17
AI
(-)

18
AC-

ZERO

19
AC-

SPAN

20
AC-

COM

21
FG

22
FG

CELL
(+)

CELL
(-)

TC
(+)

TC
(-)

CJ
(+)

CJ
(-)

23
DO-1

24
DO-1

25
DO-2

26
DO-2

27
DO-3

28
DO-3

29
DO-4

30
DO-4

31
HTR

32
HTR

33
L

34
N

35
G

36
FG HTR HTR

100-240V AC
50/60 Hz

F27.EPS

Model ZR402G Separate type Zirconia Oxygen / 
High Temperature Humidity Analyzer, Converter

Model ZR22G Separate type Zirconia Oxygen /
High Temperature Humidity Analyzer, Detector 
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*1  Grand resistance is 100 ohm or less.
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