Drawings Model MG8E
Magnetic Oxygen Analyzer

(Flameproof Model)

EXTENAL DIMENSIONS

Unit: mm

e <1> Cable inlet port : G3/4
/ N\ <2> Cable grand : (Cable O.D.: #10-13.5)

<3> Cable grand : (Cable O.D.: #10-13.5)
9 <4> Cable inlet port : G3/4
« <5> Cable inlet port : G3/4
<6> Cable inlet port : G3/4
ek <7> Measurement gas inlet port: Rc1/4
<8> Auxiliary gas inlet port : Rc1/4
440 <9> Gas outlet port : Rc1/4
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Weight: Approx. 38 kg

Mounting dimensions

WIRING CONNECTION

Automatic calibration Remote range
Ground Output signal contact input contact input
ANALOG OUTPUT]

FG
4-20mA DC

CONTACT INPUT
CAL START | RANGE CHANGE

High/Low limit alarm

contact output or  Maintenance mode FAIL Auxiliary gas pressure
range contact output contact output contact output  lowering contact output
CONTACT OUTPUT
RANGE-OUT/HL ALM MAIT « CAL FAIL | LO AUX GAS

' R3/MHI ' R2/LO COM ' ' ' ' ' '

Automatic calibration

solenoid valve drive signal Power supply (AC) JUMPER PLATE
FG SV POWER OUTPUT POWER SUPPLY
AUTO CAL G G
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Unless otherwise specified, differences in the dimensions are specified as: General tolerance = +(Criteria of tolerance class IT18 in JIS B0401-1998)/2.
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