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P-

K9772XA, K9772XB, K9772XC, K9772XD, K9772XE, 
K9772XF, K9772XG, K9772XH, K9772XJ, K9772XL, 
K9772XM
Calibration Cell for TDLS8000

Ø152.4

210

Unit: mm

Sample port x2 (IN, OUT) 1/4NPT

Pipe size: 1-1/2 Sch80

Approx. 690

Approx. 820

Approx.
410

Part No. Description
K9772XA Calibration Cell with free-standing frame for O2
K9772XB Calibration Cell with free-standing frame for O2 LAO
K9772XC Calibration Cell with free-standing frame for ppm H2O in non- hydrocarbon background
K9772XD Calibration Cell with free-standing frame for NH3
K9772XE Calibration Cell with free-standing frame for ppm H2O in hydrocarbon
K9772XF Calibration Cell with free-standing frame for ppm CO
K9772XG Calibration Cell with free-standing frame for ppm H2O LAO
K9772XH Calibration Cell with free-standing frame for CO (%) + CO2 (%), CO2 (%) Extend. Range
K9772XJ Calibration Cell with free-standing frame for HCl
K9772XL Calibration Cell with free-standing frame for CO (%), CO2 (%) High Range
K9772XM Calibration Cell with free-standing frame for H2S

Weight: Approx. 14 kg
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