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SD 12D06B02-01E

ISC40J Inductive Conductivity 
Sensor

Ground terminals (*3)

ISC40SJ-TW

A

(*3) M3-threads are supplied as 
accessories for ground terminals. 

      

A

Pin terminal (*1)
(*1) ISC40SJ -TW has only Ring terminals.

(*2) These accessories are
not built in the instruments.
Installation varies depending 
on type of  holders.

　　　

Ring terminal (*1)

Cable
Length
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Gasket (*2) 
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Model and codes L (mm) Weight (kg) Cable 
end (*)

ISC40GJ-GG-��-05 5000 Approx. 0.84 B

ISC40GJ-GG-��-10 10000 Approx. 1.24 B
ISC40GJ-GG-��-15 15000 Approx. 1.64 B
ISC40GJ-GG-��-20 20000 Approx. 2.04 B
ISC40GJ-GG-��-X1 5000 Approx. 0.84 A
ISC40GJ-GG-��-X2 10000 Approx. 1.24 A
ISC40GJ-GG-��-X3 15000 Approx. 1.64 A
ISC40GJ-GG-��-X4 20000 Approx. 2.04 A
ISC40GJ-GG-��-Y1 5000 Approx. 0.84 A
ISC40GJ-GG-��-Y2 10000 Approx. 1.24 A
ISC40GJ-GG-��-Y3 15000 Approx. 1.64 A
ISC40GJ-GG-��-Y4 20000 Approx. 2.04 A

Model and codes L (mm) Weight (kg) Cable end 
(*)

ISC40SJ-TW-��-X1 5000 Approx. 0.84 A
ISC40SJ-TW-��-X2 10000 Approx. 1.24 A
ISC40SJ-TW-��-X3 15000 Approx. 1.64 A
ISC40SJ-TW-��-X4 20000 Approx. 2.04 A

(*)	 A:	M4 ring terminals
	 B:	pin terminals
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Process Adapter with Option Code 
Unit : mm

	 Flange adapter

t

116

Option Code A B d t Material Flange Rating Weight (kg)
　 SFJ/ 155

155

155

120

120
120

19
19
19

16   JIS 10K 50 RF

JIS 10K 50 FF
JIS 10K 50 FF

Approx. 1.9　
　/ PFJ 20 PVC   Approx. 0.5　
　/ FFJ5 20 PVDF   Approx. 0.5　
　/ SFD 165 125 18 18 SUS316  DIN PN16 DN50 Approx. 2.7　
　/ SFA 152.4 120.6 19 19 Approx. 3.0　

holes

ANSI Class150 2

ØB

ØA

Flange

ØB
ØA

4-Ød 

SUS316

SUS316

	 Screw-in adapter

C (face to face)

84

R2 Screw

Option Code      C             L         Material Weight (kg)
     /SSG 60 46 SUS316        Approx. 0.4
     /PSG 70 48 PVC            Approx. 0.15
     /FSJ 70 48 PVDF            Approx. 0.15

L 30

C (face to face)


