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SD 12F04B10-01EN

RC800D-□-□□-1□
Reagent Type Residual Chlorine Sensor Unit
For Tap Water/Water Distribution Measurement
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(*1) Applies to Option /ARS (with arrester)
(*2) Applies to -1A (with auto zero calibration)
(*3) Applies to -P□ (pump for air purge)

RC800D

FLXA402T

Relay box

Arrester
box (*1)

Front

Top

Right side BackLeft side

Air pump (*3)

4-ø15 holes
for anchor bolt

Activated 
charcoal 
filter (*2)

Liquid 
flow
pump

Tap water inlet
VP16 pipe
(*2)

Sample inlet
VP16 pipe

Reagent inlet
Rc1/4

Standard solution
inlet Rc1/4

Purging Air
Rc1/4

Drain
VP40 pipe

Strainer

Pressure 
regulator (*2)

3-port solenoid
valve (SV3)(*2)

Ball valve
(V13)

Ball valve
(V11, 12)
(*2)

Sample/Std. sol.
switching valve
(V2)

Ap
pr

ox
. 1

46
0

Electrode unit

Smart unit

Weight: Approx. 65 kg
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Unless otherwise specified, differences in the dimensions are specified as: General tolerance = ±(Criteria of tolerance class IT18 in JIS B0401-1998)/2.

Conduit Adaptor (Option code:  /CB3,  /CD3,  /CF3)

G1/2 (/CB3), 1/2NPT (/CD3), M20x1.5 (/CF3)

Adapter
45

(1.77)

Cable gland
for adapter

Case Unit: mm
(inch)

n Wiring Diagram
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(Note)
*1: Power terminal “G” on Relay box or Arrester box must be grounded (ground resistance: 100 ohm or less).
      In case of selecting /ARS, power supply cable connects with L(101), N(102) and G(001) in Arrester box.
      In case of not selecting /ARS, power supply cable connects with L(101), N(102) and G(002) in Relay box.
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